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Abstract
The purpose of this work is to develop a set of theoretical and experimental techniques to
characterize the aeroelasticity of the thermal protection system (TPS) on the NASA Hypersonic
Inflatable Aerodynamic Decelerator (HIAD). A square TPS coupon experiences trailing edge os-
cillatory behavior during experimental testing in the 8’ High Temperature Tunnel (HTT), which
may indicate the presence of aeroelastic flutter. Several theoretical aeroelastic models have been
developed, each corresponding to a different experimental test configuration. Von Karman large
deflection theory is used for the plate-like components of the TPS, along with piston theory for
the aerodynamics. The constraints between the individual TPS layers and the presence of a uni-
directional foundation at the back of the coupon are included by developing the necessary energy
expressions and using the Rayleigh Ritz method to derive the nonlinear equations of motion. Free
vibrations and limit cycle oscillations are computed and the frequencies and amplitudes are com-
pared with accelerometer and photogrammetry data from the experiments.
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1 Introduction
The NASA Hypersonic Inflatable Aerodynamic Decelerator (HIAD) [1] is an inflatable aeroshell
with a diameter significantly larger than that of current rigid aeroshells. Its size is not limited by
the launch vehicle shroud, allowing heavier payloads to be delivered to higher elevations of planets
like Mars. The HIAD is composed of two separate but interacting structural components: a stacked
inflatable toroid base structure and a thermal protection system (TPS). The TPS is flexible enough
to be packed into a small volume for transport and expands with the inflation of the toroid base
structure in space. To evaluate aerothermal performance of this system, a series of experimental
tests [2][3] on small TPS coupons in the NASA 8’ High Temperature Tunnel (HTT) were conducted.
Observations of oscillatory motion and failure of these samples during testing suggested that aeroe-
lastic effects needed additional quantification, and theoretical model development was required.
Previous theoretical research by Scott et al.[4] in the NASA Aeroelasticity Branch indicated that
thin, flexible membrane structures like the TPS are prone to aeroelastic instabilities which could
lead to failure. Several works by Dowell [5][6] studied similar instabilities for panel structures in
supersonic flow. Goldman and Dowell [7] also developed some preliminary theoretical models for
earlier TPS coupon tests. A team comprised of the aforementioned researchers as well as others
was formed to study this problem, which is the subject of this paper.
Flexible structures will exhibit instabilities in a wind-tunnel test for several reasons [8][9].
First, resonance may be induced from vibrations of the wind-tunnel itself, a noise source such
as a turbulent boundary layer, or from pulsations in the tunnel mean flow pressure. Second, an
interaction between the aerodynamic forces and the flexible structure could cause an aeroelastic
instability known as “flutter.” Unlike resonance, flutter in supersonic flow is usually due to the
coalescence of two natural structural modes, and a bifurcation resulting in a state of zero system
damping. Nonlinearities in the structural materials may cause limited amplitude flutter or “limit
cycle oscillations” (LCOs). Repeated cycles of these oscillations will fatigue the material and may
result in failure. Based on the local Mach number and dynamic pressure in the 8’ HTT along
with some preliminary theoretical predictions, it was determined that the flutter boundary of the
TPS coupon in the tunnel had been exceeded and flutter in the form of LCO was likely to be the
predominant source of oscillations.
We emphasize that observation of TPS coupon flutter in the 8’ HTT does not necessarily imply
that the TPS attached to the HIAD will exhibit instability in flight. The likelihood of a structure to
encounter flutter is especially dependent on the local flow parameters (Mach number and dynamic
pressure). CFD simulations [10] of a proposed HIAD re-entry trajectory indicate that the local
flow conditions on the vehicle surface are significantly less severe than those in the tunnel. It has
also been observed [11] in some experimental testing of inflatable aerodynamic decelerators that a
substantial static pressure differential compresses the outer TPS layer between the valleys of the
inflated base structural members. It is well known that increasing the static pressure differential
across plate and shell systems also rapidly increases the flutter boundary, due to the induced tension
from static deformation. Other key factors in aeroelastic stability are the structural geometry and
boundary conditions. While the TPS coupon is a square with (relatively) supported boundaries,
the TPS on the HIAD structure is a large truncated conical shell with less traditional boundary
conditions. The aeroelastic behavior of these two structures may be significantly different, so it
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is necessary to evaluate both cases before making in-flight predictions. Some preliminary analysis
of in-flight stability is provided at the end of this report, which is based on the local geometric
similarities between the TPS coupon in the tunnel and the in-flight configuration.
The main focus of this work will be to calculate and analyze theoretical limit cycle oscil-
lations for all TPS test configurations in the 8’ HTT and compare with the experimental results.
Accelerometers, high speed imaging, and photogrammetry will be used to collect most of the exper-
imental data. The oscillation amplitudes and frequencies will be used as the two main comparison
parameters. However, similar frequency content between a theoretical flutter solution and the ex-
periment does not conclusively indicate that flutter is the sole oscillation mechanism. A substantial
effort will also be made to characterize free vibrations, using both theoretical and experimental
impulse response tests. Tunnel vibrations or flow pressure resonant excitation can then be ruled
out if and when data from those sources is available.
2 Test Articles
2.1 TPS Coupon
The 1st generation TPS coupon [3], illustrated in Figure 1, consists of one layer of Aluminized
Kapton Kevlar (AKK), four layers of Pyrogel 2250, and two layers of Nextel 440-BF20. The two
Nextel layers are stitched together in various diamond patterns, along with tacks at certain point-
wise locations that constrain all of the layers together. The coupon arrives from the manufacturer
as shown in Figure 2. Black dots are painted on the outermost Nextel layer for the purpose of
photogrammetry, and the extra material (tabs) at the edges are stitched with Velcro and used to
restrain the sample during testing. The nominal size of the sample, excluding the Velcro tabs, is
2’ x 2’.
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Figure 1: TPS layup consisting of 2 x Nextel 440 BF-20, 4 x Pyrogel 2250, and 1 x AKK.
Figure 2: TPS coupon as arrived from manufacturer, with painted photogrammetry dots.
2.2 Simplified test article
In addition to the TPS coupon, a simplified test article of the same size was developed specif-
ically for aeroelastic analysis, since the multiple layer TPS coupons are complex, non-traditional
aeroelastic systems. The simplified article, shown in Figure 3, consists of two layers of Nextel
and one layer of AKK, stitched together in a dense 2” square pattern to form a single panel-like
structure. It is necessary to have all three layers connected together to limit heating of the in-
strumentation on the back side of the sample and to prevent hot gas from damaging vital tunnel
infrastructure. The stitch density is high enough to ensure the sample behaves as a single contin-
uous layer. Figure 4 shows the back side of the article, where the stitching is sealed with Kapton
tape to prevent any possible flow penetration. Also shown are the Velcro tabs at the edges also
used to secure the sample during testing.
Figure 3: Simplified test article material configuration, consisting of 2 x Nextel 440-BF20 and 1 x
AKK.
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Figure 4: Back side of the simplified test article with attached thermocouple, accelerometer, and
Velcro tabs.
2.3 TPS Material properties
Material properties needed for a theoretical aeroelastic evaluation are given in Table 1. The
Young’s moduli and Poisson ratios of the individual layers were obtained from material documen-
tation (see citations in Table 1), while thickness, mass, and the effective bending stiffness were
measured experimentally. The bending stiffness was measured by performing impulse-response
ground vibration tests of tension-free material layers draped over an open cavity mounting fixture.
This procedure is detailed in subsection 3.2. The experimental natural frequency spectrum for a
known input force was compared to the spectrum calculated using nonlinear theory for a given
value of bending stiffness, until the best agreement between theory and experiment was achieved.
The results for the simplified test article are shown in Figure 17a in section 5.2.4.
Note that the Young’s modulus of the simplified test article is unknown because the three
layers stitched together behave differently in-plane than a single layer alone. When comparing to
the experimental results, the Young’s modulus will be a free parameter that can be adjusted for
best agreement between experiment and theory.
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Material
Young’s
Modulus
E (Pa)
Poisson’s
Ratio ν
Mass/area
m
(kg/m2)
Bending
stiffness D
(Pa m3)
Spring
stiffness k
(Pa/m)
Nextel
440-BF20
1.9e11 [12]
(fibers)
0.26 [13] 0.46 0.5 N/A
Aluminized
Kapton
Kevlar
(AKK)
1.24e11 [14]
(Kevlar 49
fibers)
0.36 [15] 0.14 0.5 N/A
Pyrogel
2250
3e6 [16]
(Silica
Aerogel)
0.20 [16] 1.36 N/A
3.9e7 (4
layers)
Simplified
Test Article
from
experiment
0.30 (est) 1.83 5 N/A
Table 1: Material properties of the individual TPS layers and simplified test article.
3 Experimental apparatus and methods
3.1 Mounting fixture
Prior to experimental testing, the samples are secured to a metal fixture in various configura-
tions. The main fixture consists of a (vented) open cavity, shown in Figure 5. While the simplified
test articles and individual layers are tested in this configuration, the TPS coupons are tested on
either a flat, rigid foundation or on a toroid simulator. In these cases, the open cavity is modified
using either of the two foundation inserts shown in Figure 6. There are no restraints that hold the
coupon to the surfaces of the foundations other than at the edges, so the coupon middle surface is
allowed to lift off the foundations at any time during testing.
The test samples are secured to the fixture via a system of rectangular metal plates that have
Velcro strips embedded. The plates are then compressed against the opposing Velcro tabs at the
four edges of the test samples, to form a secure connection. The plates are connected to eight
washer stacks on the fixture via brackets (two on each side), which can be compressed with bolts,
thus securing the sample to the fixture. Additional compression of the washer stacks enable known
amounts of bi-axial tension to be applied, since calibrations have been performed based on the
washer stack compression distance. In the case of the TPS coupon, the metal plates are connected
only to the AKK layer, since it is the structural load-carrying component of the TPS. The Nextel
is allowed to “float” on the other layers with minimal tension by folding over its Velcro tabs only
after the AKK has been tensioned. A TPS coupon in this configuration is shown in Figure 7. The
simplified test article is mounted in a similar fashion, except that the entire sample is tensioned,
since it cannot be separated into individual layers.
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Figure 5: Open cavity mounting fixture
(a) Flat foundation. (b) Toroid foundation.
Figure 6: Flat and toroid foundation inserts for the mounting fixture.
Figure 7: TPS coupon tensioned over the mounting fixture.
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3.2 Ground vibration testing (GVT)
The purpose of ground vibration testing (GVT) is to determine experimentally the natural
modes and natural frequencies of the sample. Due to the complexity of the foundations and time
constraints, only the natural frequencies of the samples are recorded. For GVTs of the TPS coupon,
two accelerometers and a transducer hammer are connected to a Bruel and Kjaer Pulse system. One
accelerometer is attached to the outermost Nextel layer, and the other accelerometer is attached
to the bottom of the AKK, at the same middle surface location. This allows one to distinguish
between the Nextel and AKK responses at a given point. When the coupon is mounted on the
rigid foundation, a small hole is made to prevent impingement of the AKK accelerometer. The
transducer hammer, shown in Figure 8, is used to impact the sample at various locations along
its surface, and FFTs as well as the hammer impact forces are recorded. The response is heavily
dependent on the location of excitation, so the sample is divided into quadrants and response is
measured for a hammer impulse in each quadrant. Impulses at some locations excite only one
or two modes, while impulses at other locations resulted in excitation of several modes. GVTs
are performed on the TPS coupon on both flat and toroid foundations immediately before tunnel
testing, with and without applied tension in the AKK, and mounted both in and out of the tunnel
sled (Figure 9). The tunnel sled impinges on the outer Nextel, adding additional tension. However,
this added tension relaxes after the tunnel air is turned on, so in-tunnel GVTs of the TPS coupon
are not analyzed in this report. For brevity, only pre-run, tensioned, out-of-tunnel sled GVTs will
be compared directly to theoretical predictions.
For the simplified test article, GVTs are performed on the open cavity fixture, with and
without tension, in and out of the tunnel sled, and pre- and post-tunnel run. The un-tensioned
GVT allows the bending stiffness to be inferred from the frequency response, and the tensioned
GVT allows verification of tension formulation in the theoretical model. Since the simplified test
article is much thinner than the TPS coupon, the tunnel sled no longer impinges on the edges of
the sample, so there is no difference in response for GVTs in and out of the tunnel sled. GVTs are
performed before and after running the tunnel to help characterize how much tension had relaxed
from the sample during the test. Note that in this case, the data collection system in the tunnel is
used to record accelerometer response from the GVT instead of the Pulse system.
Figure 8: Hammer impact of the TPS coupon during GVT.
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3.3 Wind tunnel testing
Wind tunnel tests are conducted in the NASA 8’ High Temperature Tunnel (HTT) with the
(free-stream) Mach 6.7 nozzle [17]. The samples are mounted in a sled, shown in Figure 9, which
is placed in the flow at a desired angle of attack. The angle of attack corresponds to a specific
local Mach number and dynamic pressure, as given in Table 2. The free stream Mach number and
dynamic pressure in the 8’ HTT are fixed for a selected nozzle, so only the sled angle of attack
can change the local flow parameters (they cannot be varied independently). Samples cannot be
tested at zero degrees angle of attack due to the effects from a shock that forms at the sled leading
edge. The tunnel run time is also limited to a maximum of 90 seconds, since the compressed air
and liquid oxygen needed for a single run are stored in a bottle farm with a fixed capacity.
Figure 9: TPS coupon mounted in the 8’ HTT sled at 5 ◦ angle of attack.
Angle of attack (degrees) Local Mach number Dynamic pressure (Pa, psf)
0 5.8 33,094 691
2.5 5.6 46,884 979
5 5.35 60,763 1,270
7.5 5.1 74,463 1,555
10 4.8 88,252 1,843
Table 2: Local sled Mach number and dynamic pressure in the 8’ HTT as a function of angle of
attack.
The ongoing experimental testing of the TPS coupon had focused on thermal response mea-
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surements with no instrumentation for aeroelastic analyses. Two specific runs from the scheduled
HIAD TPS coupon test matrix, identified as runs 30 and 31, were selected for aeroelastic analysis.
The samples in both runs are identical in terms of stitching pattern and applied tension, but one is
mounted on a flat, rigid foundation (run 30), while the other is mounted on a toroid foundation (run
31). During aeroelastic testing, the Nextel accelerometer is removed since it would be destroyed
in the high temperature flow. Instead, photogrammetry is used to measure the time dependent
amplitude of the outermost Nextel layer, though the data sample rate is usually insufficient for
frequency response measurements. The photogrammetry analysis is elaborate and not included in
this paper, but additional detail for a similar procedure can be found in [18]. The accelerometer is
left on the back of the AKK and is the primary measure of frequency response during the test. It
is positioned 5 inches behind the trailing edge, since that is where most deflection is seen during
testing. For these tests, the tunnel runs for 90 seconds or until the sample fails.
The tests for the simplified test article are identified in the scheduled TPS test matrix as runs
22 and 23 (Note that these runs were performed after TPS runs 31 and 32. The run numbering
corresponds to the available openings in the TPS test matrix, originally organized by the HIAD
FTPS team). Two identical samples were constructed and outfitted with thermocouples and ac-
celerometers on the bottom AKK layer. The foundations were removed from the fixture to leave an
open cavity for the tunnel runs. Since the insulator (Pyrogel) is no longer present in these samples,
heating of the instrumentation and degradation of the AKK is possible unless the tunnel run time
is reduced considerably. For these tests, the total time exposed to the flow is eight seconds. A
summary of the tunnel tests considered in this report is given in table 3.
Run Sample Stitching
Angle of attack
(deg)
Foundation
22 Simplified test article Dense 2” squares thru all layers 5 - 2.5 Open cavity
23 Simplified test article Dense 2” squares thru all layers 2.5 - 5 Open cavity
30 TPS coupon 60
◦ diamond quilting, 3”
spacing
5 Flat
31 TPS coupon 60
◦ diamond quilting, 3”
spacing
5 Toroid
Table 3: Experimental tunnel runs considered for aeroelastic analysis.
4 Theoretical models
In this section, structural models of the TPS coupon and simplified test article are introduced.
The first three models, A, B, and C, correspond to the TPS coupon, while model D corresponds
to the simplified test article. The aeroelastic equations of motion are then developed for the most
elaborate models, and numerical solution methods are discussed. A table outlining all of the
theoretical results is also provided.
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4.1 Overview of models
Structural models of the TPS coupon are based on physical inspection as well as on the
properties of the individual materials. The Nextel and AKK layers are sufficiently rigid to be
approximated as plates, while the Pyrogel is a sponge-like layer that contributes inertia (when
appropriate) and spring stiffness but has negligible bending rigidity. Bi-axial tension can be applied
to all layers; however, it is only applied directly to the AKK layer in the experimental coupon tests.
The boundary conditions are approximated as simply supported and stress-free for all layers in all
test cases. The four different models corresponding to different experimental configurations are
shown in Figure 10.
The first theoretical model is the two-layer Pyrogel foundation model (A), shown in Figure 10a,
which corresponds to the experimental test on the flat, rigid foundation. In this system, two layers
of Nextel stitched to each-other at specified middle surface locations rest on a uni-directional
Pyrogel foundation. This foundation is highly nonlinear, in that it has a nominal spring stiffness in
compression but it has zero spring stiffness in tension. This effectively allows the layers to lift off
the foundation at any time during the simulation (note: the boundaries are still restrained). The
AKK layer is not included in this model.
The three-layer rigid foundation model (B) in Figure 10b also corresponds to the experimental
test on the flat, rigid foundation, but it includes the AKK layer which is stitched to the Nextels
at specified middle surface locations. The Pyrogel is no longer a foundation but rather a linear
spring-layer that is sandwiched between the second layer of Nextel and the AKK. The AKK then
rests on a uni-directional spring foundation that is significantly more rigid than the Pyrogel, which
simulates the presence of the rigid ceramic foundation under the sample. As before, this foundation
enables the entire sample to lift off during the simulation.
The three-layer toroid foundation model (C) in Figure 10c corresponds to the experimental
test on the toroid foundation. It is similar to model B except that the rigid foundation is truncated
in the stream-wise direction to match the dimensions of the relatively flat portion of the aluminum
toroid in Figure 6b. The curvature of the toroid is not accounted for, so it can be thought of as a
flat bar running underneath the coupon that does not impart any stiffness in tension, but has high
stiffness in compression. Additionally, a static pressure differential may be imposed in this model,
allowing the TPS material to statically deform on either side of the toroid.
The single-layer model (D) in Figure 10d corresponds to the experimental single-layer article
on the open cavity. This simple theoretical model consists of a single plate without any foundation
or middle surface supports, which effectively simulates the open, vented cavity in the experiment.
Substantial bi-axial tension may be applied, as well as a static pressure differential.
Finally, the aeroelastic systems are constructed by adding piston theory aerodynamics as an
external force to each of the structural models. This linear theory assumes that the aerodynamic
pressure is due to the local deflection of the material surface. No shear, skin-friction, or other
viscous effects are included. These additional effects may be considered later if necessary.
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Symbol notes: The downward pointing arrows next to a spring symbol indicates that it is
uni-directional. Solid black vertical lines indicate stitching between only the two Nextel layers, and
solid red vertical lines indicate stitching between the second Nextel layer and the AKK.
4.2 Aeroelastic equations of motion and computational methods
The Raleigh-Ritz method is used to derive the equations of motion for all of the theoretical
models. The formulation provided here will apply to the three-layer rigid and toroid foundation
models, since they are the most complex systems. The simpler two-layer and single-layer models
can be easily derived using the same method and eliminating the terms for the additional layers
and constraints. The modal equations of motion for all four models are provided in the appendix.
The total potential energy of the system is:
Utot = U
N1
B + U
N2
B + U
K
B + U
N1
S + U
N2
S + U
K
S + U
Pyr + USt + UFd/Tor (1)
where the subscript B indicates bending energy, subscript S indicates stretching energy, superscript
N1 is the outer layer of Nextel, superscript N2 is the second layer of Nextel, superscript K is the
AKK, superscript Pyr is the Pyrogel, superscript St is the stitching, and superscript Fd/Tor is
the rigid or toroid foundation. The bending and stretching energies given by von Karman large
deflection theory for a single plate layer are [6]:
UB =
D
2
∫ b
0
∫ a
0
{(
∂2w
∂x2
)2
+
(
∂2w
∂y2
)2
+ 2ν
∂2w
∂x2
∂2w
∂y2
+ 2(1− ν)
(
∂2w
∂x∂y
)2}
dxdy
+
NAx
2
∫ b
0
∫ a
0
(
∂w
∂x
)2
dxdy +
NAy
2
∫ b
0
∫ a
0
(
∂w
∂y
)2
dxdy
(2)
US =
1
2Eh
∫ b
0
∫ a
0
{(
∂2F
∂x2
)2
+
(
∂2F
∂y2
)2
− 2ν ∂
2F
∂x2
∂2F
∂y2
+ 2(1 + ν)
(
∂2F
∂x∂y
)2}
dxdy (3)
where a and b are the sample length and width, D is the bending stiffness, NAx is the applied tension
in the x-direction, NAy is the applied tension in the y-direction, E is the modulus of elasticity, h is
the material thickness, ν is the Poisson ratio, w is the out-of plate deflection, and F is the Airy
stress function for a given layer. The Airy stress function is defined by:
∂2F
∂x2
= Ny
∂2F
∂y2
= Nx − ∂2F∂x∂y = Nxy (4)
where Nx, Ny, and Nxy are the in-plane stress resultants. The potential energy of the Pyrogel (as
a linear spring-layer) is:
UPyr =
kPyr
2
∫ b
0
∫ a
0
(
wN2 − wK)2dxdy (5)
where kPyr is the spring constant of the Pyrogel.
In this formulation, the stitches constraining the layers are simple linear springs with kSt>>kPyr,
where kSt is the spring constant of the stitch. The stitching energy may take different forms de-
pending on the desired pattern. For point-wise tack locations, the stitching energy may be written
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as:
USt =
kSt
2
∑
i
(
wN1 − wN2)2∣∣∣
xi,yi
+
kSt
2
∑
j
(
wN2 − wK)2∣∣∣
xj ,yj
(6)
where the first term above represents the point-wise stitching between the two Nextel layers, and
the second term represents the point-wise stitching between the Nextels and AKK. The summation
indices indicate the number of stitches, and xi, yi are the stitch locations. For stitching in lines
along the stream-wise direction between the two Nextels, the stitching energy is
USt =
kSt
2
∑
i
∫ a
0
(
wN1 − wN2)2∣∣∣∣
yi
dx (7)
Similarly, stitching in lines along the spanwise direction is:
USt =
kSt
2
∑
i
∫ b
0
(
wN1 − wN2)2∣∣∣∣∣
xi
dy (8)
Combining expressions (6), (7), and (8) in various ways would allow more complex stitching patterns
to be used, but would also require more terms in the modal expansions for deflection.
The potential energy of the uni-directional foundation, with kFd>>kPyr is:
UFd =
kFd
2
∫ b
0
∫ a
0
H[−wK ](wK)2dxdy (9)
Similarly, the potential energy of the toroid foundation is:
UTor =
kTor
2
∫ b
0
∫ x2
x1
H[−wK ](wK)2dxdy (10)
where H[] is the Heaviside step function, and x1 and x2 are the start and end locations of the toroid
in the stream-wise direction, respectively.
The kinetic energies for all components are given by:
TN1 = m
N1
2
∫ a
0
∫ b
0
(
∂wN1
∂t
)2
dxdy
TN2 = m
N2
2
∫ a
0
∫ b
0
(
∂wN2
∂t
)2
dxdy
TK = m
K
2
∫ a
0
∫ b
0
(
∂wK
∂t
)2
dxdy
TPyr = m
Pyr
2
∫ a
0
∫ b
0
(
∂wN2
∂t +
∂wK
∂t
)2
dxdy
(11)
where m is the mass per area of a given layer.
The Lagrangian of the system is:
L = Ttot − Utot (12)
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The virtual work due to aerodynamic loading is:
δWN1aero = −
∫ b
0
∫ a
0
(
2q
M
[
∂wN1
∂x +
1
U∞
∂wN1
∂t
]
+ ps
)
δwdxdy
δWN2aero = −
∫ b
0
∫ a
0
(
2q
MU∞
∂wN2
∂t
)
δwdxdy
δWKaero = −
∫ b
0
∫ a
0
(
2q
MU∞
∂wK
∂t
)
δwdxdy
(13)
where q is the dynamic pressure, M is the Mach number, U∞ is the free-stream velocity, and ps is
the static pressure differential (The static pressure differential cannot be included when the rigid
foundation is used). The aerodynamic pressure is given by the first order Piston theory and is
applied only to the outermost Nextel layer (N1), since it is the only layer exposed directly to flow.
Since the entire TPS coupon is present in a field of (approximately) uniform density, aerodynamic
damping is included in the virtual work for all layers.
In the experimental free vibration analysis, a force impulse is applied to a point on the sample
via a transducer hammer. The equivalent theoretical experiment can be formulated using the
virtual work due to an applied point-force at an instant in time:
δWN1hammer = −δ(t− to)Fapp δwN1
∣∣
xo,yo
(14)
where δ is the Dirac delta-function, Fapp is the applied force magnitude, and xo and yo are the
coordinates of the location where the hammer is applied. The force is only applied to the outermost
Nextel layer, since the Pyrogel spring layer and stitch constraints transmit the force to the other
layers in the sample.
Next, the deflection and stress function of each layer are expanded using assumed natural
modes that satisfy the boundary conditions. The boundary conditions are approximated as:
w = 0, ∂
2w
∂x2
= 0, Nx = 0
∣∣∣
x=0,a
w = 0, ∂
2w
∂y2
= 0, Ny = 0
∣∣∣
y=0,b
(15)
In this case, the sample is assumed to have simply-supported edges. The axial stress due to the
deflection of the layers is assumed to vanish at the edges since no in-plane restraints exist. Note that
by the principle of superposition, the static applied in-plane loads are considered in the bending
energy and are not included in the stress function. The modal expansions for the deflections and
stress functions are:[
wN1, wN2, wK
]
=
∑
n
∑
m
[anm(t), bnm(t), cnm(t)]φnm(x, y)
[
FN1, FN2, FK
]
=
[
FN1h , F
N2
h , F
K
h
]
+
∑
n
∑
m
[dnm(t), enm(t), fnm(t)]φnm(x, y)
(16)
where φnm is the modeshape function. Two indices are used to specify the mode number in both
the x and y directions. In this case, it is insufficient to retain one span-wise mode due to the
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nonlinearities that arise from the uni-directional foundations. The stress function expansions con-
tain homogeneous solutions Fh and particular solutions (modal series). The homogeneous solutions
satisfy:
∇4F = 0 (17)
For stress-free boundaries the homogeneous solutions vanish. The particular solutions are found
by solving the equation of strain compatibility for plates [5]:
∇4F
Eh
=
(
∂2w
∂x∂y
)2
− ∂
2w
∂x2
∂2w
∂y2
(18)
A compatibility relation is written for each layer, and a Galerkin approach is used to find an integral
average solution for the stress function modal coordinates (dnm, enm, fnm) in terms of the deflection
coordinates (anm, bnm, cnm). The Lagrangian is then written in terms of deflection coordinates
only, and the Lagrange equation of the following form is applied:
d
dt
(
∂L
∂q˙n
)
− ∂L
∂qn
+Qn = 0 (19)
The generalized forces Qn are related to the virtual work by the relation:
δW = −
∑
n
Qnδqn (20)
where qn is the desired deflection coordinate, which can be specified by a single modal index n.
Applying the procedure above results in a nonlinear coupled system of modal equations, which
are provided in the appendix. The equations are solved using the 4th order Runge-Kutta integration
scheme in MATLAB; however, the code must be structured to handle a large number of equations,
possibly O(100) for each layer in the TPS. Nested loop summations are highly inefficient and
computationally costly. A vectorization procedure has been developed to remedy this problem and
is discussed in detail in the appendix.
4.3 Theoretical test cases
Each theoretical model in Figure 10 has several parameters that can be adjusted to best match
the corresponding experiments. For simplicity, the models have been reduced to the theoretical test
cases shown in Table 4. The 525 N/m bi-axial tension corresponds to the amount of (approximate)
tension that was applied directly to the AKK in the TPS coupon and to the entire simplified test
article. The static pressure differential was approximated based on the amount of static deflection
seen in the experiments (or eliminated entirely, based on computational restrictions). Note that the
static pressure differential for all models is zero for impulse response calculations. The theoretical
stitching pattern is 9 tack points that go through all layers, as shown in Figure 11a. This is
an approximation of the experimental stitching pattern in Figure 11b. The diamond stitching in
Figure 11b only goes through the two layers of Nextel, while the tacks (composed of two Nextel
threads) at the intersection points of the diamonds go through all layers. The theoretical 9-point
pattern was found to be the optimal initial approximation of the stitching, in that it captures much
of the physics of the system, while moderate in computational cost.
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Model Stitching
Angle of attack
(deg)
Foundation Tension ps
A 9 tack points 0, 2.5, 5, 7.5, 10 Flat None 0
B 9 tack points 0, 2.5, 5, 7.5, 10 Flat 525 N/m on AKK 0
C 9 tack points 0, 2.5, 5, 7.5, 10 Toroid 525 N/m on AKK 250
D 9 tack points 0, 2.5, 5, 7.5, 10 None 525 N/m 0 - 250
Table 4: Theoretical test cases.
(a) Theoretical 9-point stitching pattern. (b) Experimental 60 ◦ 3” diamond stitching pattern.
Figure 11: Theoretical and experimental stitching patterns for the TPS coupon.
5 Results
In this section, the selected experimental runs will be compared to the theoretical test cases.
Subsection 5.1 will present a summary of the cases in the order in which they will be discussed. In
subsection 5.2, the “air-off” results will be compared. This includes theoretical impulse response
calculations and the experimental ground vibration tests (GVTs) for each test case. Finally, the
aeroelastic response for both theory and experiment will be analyzed in subsection 5.3. In addition,
some supplemental calculations on the effect of tension, pressure differential, and foundation for
the single-layer model will be presented even though corresponding experimental data are not yet
available.
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5.1 Theoretical and experimental test cases
The tunnel runs and their corresponding theoretical test cases are given in Table 5. The
experimentally applied bi-axial tension is 525 N/m on the AKK for runs 30 and 31, as well as
the simplified test article. In the case of impulse response/GVT, the static pressure differential is
always zero. We also note that tunnel runs 22 and 23 are the same exact configuration, except that
the order in which the angle of attack is prescribed in the tunnel is reversed. The reasoning for
this will be discussed in subsection 5.3.4.
Experiment Theory
Run
Angle of
attack
Stitching Po (Pa) Model
Angle of
attack
Stitching Po (Pa)
30 5
60 ◦, 3”
Diamond
> 0 A & B
0, 2.5, 5,
7.5, 10
9 tack
points
0
31 5
60 ◦, 3”
Diamond
> 0 C
0, 2.5, 5,
7.5, 10
9 tack
points
250
22 5.0 - 2.5 2” square > 0 D
0, 2.5, 5,
7.5, 10
none 0 - 250
23 2.5 - 5.0 2” square > 0 D
0, 2.5, 5,
7.5, 10
none 0 - 250
Table 5: Experimental runs and corresponding theoretical test cases.
5.2 Theoretical and experimental impulse response
In this section, the impulse response results are presented for the theoretical and experimental
test cases given in Table 5. To properly resolve the stitching constraints in the simulations, 100
terms were retained in the modal expansions for each of the TPS layers. The time required to
compute 0.2 seconds of response is on the order of 24 hours. Without vectorization of the code,
computations of this type cannot be performed in any reasonable amount of time.
We also observe that the responses in both the GVTs and theoretical impulse response tests
calculations change in amplitude and frequency depending on the initial excitation force (ham-
mer/impulse) and the location in which the force is applied. As a result, the experimental parame-
ters such as hammer force, hammer impact location, and accelerometer location were duplicated in
the calculations. The hammer impact forces are in the range of 0.001 to 0.005 Newtons depending
on the sample. The impact locations resulting in excitation of the maximum number of modes was
in any corner of the sample opposite the accelerometer location.
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5.2.1 Model A and tunnel run 30
The impulse response for model A and the GVT of the TPS coupon on the rigid foundation in
tunnel run 30 are both given in Figure 12. There is generally poor agreement between theory and
experiment, although the general trend in response between 100 and 400 Hz is similar. The theory
predicts a fundamental natural frequency at 15 Hz, while the fundamental in the experiment is at
60 Hz (there is a possibility of an electronic spike due to interference at 60 Hz, but it is unlikely
since this peak is not present in all measurements). It is unclear why there is a discrepancy between
theory and experiment, but one possible reason is that the tensioned AKK layer is not present in
the theoretical model and therefore cannot contribute any stiffness to the system. It is also very
difficult to get consistent experimental response when using hammer impact testing on the rigid
foundation, due to the extreme nonlinearity.
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Figure 12: Impulse response for model A and tunnel run 30.
5.2.2 Model B and tunnel run 30
The impulse response for model B and the GVT of the TPS coupon on the rigid foundation
in tunnel run 30 are given in Figure 13 for the outer Nextel and in Figure 14 for the AKK. Several
key characteristics in these results may indicate the theory is capturing much of the physics in
the system. First, in both theory and experiment, the response of the AKK is primarily at the
lower modes and response drops off rapidly with increasing frequency. Second, in both theory
and experiment, there is significant excitation of several Nextel modes between 50 Hz and 300 Hz,
though the frequencies seem to be shifted arbitrarily. Third, in both theory and experiment, there
is a rapid drop-off in response above 400 Hz. This is despite the fact that a total of 100 modes
were retained in the computations. However, there is still a discrepancy at the fundamental natural
mode, where the experimental frequency is significantly higher than that of the theory.
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Figure 13: Impulse response of Nextel #1 in model B and tunnel run 30.
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Figure 14: Impulse response of the AKK in model B and tunnel run 30.
5.2.3 Model C and tunnel run 31
The impulse response for model C and the GVT of the TPS coupon on the toroid simulator
in tunnel run 31 are shown in Figure 15 for the outer Nextel and in Figure 16 for the AKK.
There is generally good agreement for the first natural mode, and similar behavior is seen for the
higher modes as well. Also, the AKK and Nextel layers have similar response throughout the entire
frequency spectrum, which is in contrast to the results of the previous model. We attribute this to
the fact that the AKK can deform around the toroid in response to forcing on the surface of the
Nextel, thus allowing the layers to deflect in unison.
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Figure 15: Impulse response of Nextel #1 in model C and tunnel run 31.
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Figure 16: Impulse response of the AKK in model C and tunnel run 31.
5.2.4 Model D and tunnel runs 22 and 23
The impulse response for model D and the GVT of the untensioned simplified test article sam-
ple in tunnel run 22 are shown in Figure 17a. Since the bending stiffness of the sample is unknown,
it was adjusted for the best possible fit to the experimental GVT result. The experimentally de-
termined value of bending stiffness was then used in an impulse response free vibration calculation
with added tension of 525 N/m, corresponding to the tension added to the experimental sample
pre-run. A comparison between theory and experiment for this case is shown in Figure 17b. There
is generally good agreement, though the frequencies of the experimental modes seem to be shifted
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slightly from corresponding theoretical ones. There is currently no similar pre-run data available
for tunnel run 23, but the samples are identical and should have similar properties.
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(a) No tension.
0 50 100 150 200
0
0.2
0.4
0.6
0.8
1
Frequency (hz)
FF
T 
A
m
pl
itu
de
 
 
Theory − Nx = Ny = 525 N/m
GVT − Nx = Ny = 525 N/m
(b) Pre-run tension.
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(c) Results post run 22 and 23.
Figure 17: Impulse response of model D and tunnel runs 22 and 23.
GVTs of the samples were also conducted after the tunnel runs to assess the impact on material
stiffness. As illustrated in Figure 17c, most of the pre-run applied tension has relaxed post-run since
the measured post-run natural frequencies resemble those in the un-tensioned case. The frequencies
are slightly higher in run 23, which indicates it had either higher initial tension or experienced less
severe oscillations during the run. The latter has been verified by the accelerometer data and is
discussed in subsection 5.3.4, but the former may also be true.
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5.3 Theoretical and experimental aeroelastic response
In this section, the aeroelastic response of the various theoretical models are calculated and
compared to the aeroelastic response of the corresponding samples in the tunnel. Detailed compar-
isons between theory and experiment for the TPS coupons will be made only for a Mach number
and dynamic pressure corresponding to 5 ◦ angle of attack, since that is the case with available
tunnel data. For the simplified test article sample in runs 22 and 23, data at both 2.5 ◦ and 5 ◦
angle of attack have been collected.
All deflections presented in this section will be normalized by the thickness of one layer of
Nextel. Theoretical and experimental responses will be measured at the accelerometer location
near the trailing edge of the sample, located at ξ (x/a), η (y/b) = 0.8, 0.5. For the calculations, 60
modes were used in the modal expansions for each of the TPS layers (10 modes in the stream-wise
direction and 6 modes in the span-wise direction). This was found to be sufficient for a converged
solution with respect to the maximum oscillation amplitude. The time required to compute 0.2
seconds of response is approximately 24 hours.
5.3.1 Model A and tunnel run 30 at 5◦ angle of attack
The theoretical and experimental deflection time histories of the outermost Nextel layer (re-
ferred to as Nextel #1) for model A and tunnel run 30 are given in Figure 18. The effect of the
uni-directional Pyrogel foundation on the dynamics of the sample is demonstrated here, in that
the theoretical deflection is shifted above z = 0, though some compression of the Pyrogel is evi-
dent. The experimental deflection experiences an even larger shift, though it is unclear if this is
an artifact of the measurement apparatus. The amplitudes of the responses are of the same order
but the experimental maximum amplitude is almost twice as large as that of the theory. It is also
observed that the experimental response recorded by the photogrammetry has very little higher
mode content. This is because the photogrammetry system has a sample rate of 500 Hz, which
means the Nyquist cutoff frequency is 250 Hz. Any response in this frequency range will not be
captured accurately and aliasing of higher modes may be occurring. This effect is demonstrated
further in the frequency spectra of the responses in Figure 19. An FFT of the photogrammetry
result indicates a single peak oscillation frequency at 110 Hz, but almost no response at 200 Hz.
To see if this is actually the case, accelerometer data from the AKK in tunnel run 30 was used for
comparison to determine if any part of the coupon exhibits higher mode behavior. Note that model
B does not include the AKK, so the comparison is purely qualitative. The frequency spectrum
of the AKK in Figure 19b does in fact show substantial higher mode content, so it is likely that
the Nextel does as well. In fact, the theoretical Nextel and experimental AKK frequency spectra
have similar characteristics, both showing rather noisy response near 250 Hz . This indicates that
an FFT of the photogrammetry data is insufficient and will not be used for any further frequency
analyses in this section. Instead, frequency response comparisons are only made using data from
the accelerometers on the AKK.
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Figure 18: Time histories of the theoretical and experimental response of Nextel #1 in model A
and tunnel run 30, at ξ, η= 0.8, 0.5.
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(a) Nextel #1 theory vs. experiment.
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Figure 19: FTTs of the response time histories for model A and tunnel run 30, at ξ, η= 0.8, 0.5.
5.3.2 Model B and tunnel run 30 at 5◦ angle of attack
The theoretical deflection time histories of Nextel #1 and the AKK layer in model B are
given in Figure 20. When sampled off a point-stitch, as in Figure 20, the outermost Nextel and
AKK layers behave quite differently, with the Nextel amplitude significantly larger than that of
the AKK. It is observed that the AKK never deflects below z = 0, while the Nextel does at a few
points. This is because the foundation under the AKK has a spring stiffness orders of magnitude
larger than that of the Pyrogel layer (which can be compressed by the Nextel). When sampled on
a point-stitch, the layers move virtually in unison, indicating that the constraint method used is
sufficient. Note that the initial positions of the layers are not included in theoretical time histories
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given here. The separation between the outer Nextel and the AKK is equal to the thickness of the
Pyrogel, which is approximately 16 x hN .
We also draw comparisons between theory and experiment for this case. There is again a
discrepancy between the oscillation amplitudes, though they are still of the same order. The larger
experimental amplitude could be caused by many factors, including loosening of material at the
trailing edge which is not considered in the theoretical models. With regard to frequency response,
an FFT of the accelerometer data from the AKK during the test can be directly compared to
the frequency response of the AKK in the theoretical model, which is shown in Figure 21. There
is generally good agreement near 100 Hz, though the frequencies with maximum amplitude are
shifted slightly. The theory also captures the experimental response in the AKK near 250 Hz. The
experimental data has some frequency content well beyond 500 Hz, which is not captured by the
theory. This content may be from other sources such as tunnel vibrations or pressure fluctuations.
We also compare the theoretical frequency spectrum for Nextel #1 with the experimental result
from the AKK accelerometer. This is shown in Figure 21b. The dominant frequency of the Nextel
at 220 Hz is seen as a secondary peak in the spectrum of the AKK, which may indicate that the
higher mode behavior of the Nextel is being transmitted through the Pyrogel to the AKK, or vice
versa. High frequency measurements of the Nextel are needed to verify if this is actually occurring
in the experimental configuration.
It may also be of interest to analyze the overall deflection behavior for both the theoretical
model and the experimental sample. A three-dimensional colormap of the theoretical deflection at
an arbitrary time is given in Figure 22a, and a photogrammetry overlay of run 30 at an arbitrary
time are shown in Figure 22b. For both theory and experiment, the largest deflections are isolated
in small patches towards the trailing edge of the sample. The behavior is chaotic in time and there
is no symmetry in the span-wise direction. This behavior also demonstrates why it is necessary to
retain many span-wise modes in the theoretical model.
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Figure 20: Time histories of the theoretical and experimental response of Nextel #1 and AKK in
model B and Nextel #1 in tunnel run 30, at ξ, η= 0.8, 0.5.
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Figure 21: FTTs of the response time histories for model B and tunnel run 30, at ξ, η= 0.8, 0.5.
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Figure 22: Deflection behavior of model B and tunnel run 30. Deflections are now in inches to
match the photogrammetry format.
5.3.3 Model C and tunnel run 31 at 5◦ angle of attack
The theoretical deflection time histories for Nextel #1 and the AKK in model C are given
in Figure 23a, while the experimental photogrammetry result is given in Figure 23b. In both
theory and experiment, the sample oscillates about a position well below z = 0. This is because
the imposed pressure differential deforms the material between the toroid foundation in the center
and the edge of the sample. As in the previous two cases, there is still a discrepancy between
theory and experiment in terms of the oscillation amplitude. However, we note that the maximum
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amplitude in this model is larger than that of the previous model, which is in agreement with the
experimental trend. Both theory and experiment clearly show that the toroid foundation results
in larger amplitude oscillations near the trailing edge.
The frequency content of these results is given in Figure 24. In the case of the AKK, there is
a single dominant frequency in the experimental data at 105 Hz, and a single dominant frequency
in the theoretical result at 86 Hz. Some higher mode content in the AKK response is also seen,
but the amplitude of this content with respect to the dominant frequency is low. The FFT of
the theoretical Nextel response includes the same dominant frequency of 86 Hz along with a much
more significant contribution from the higher modes. Again, as theorized for the previous model,
the higher mode oscillations of the outer Nextel could be transmitted through the constraints and
the Pyrogel to induce the higher mode oscillations in the AKK. This would be consistent with the
significantly lower relative amplitude of the higher frequency content in the frequency spectrum of
the AKK response.
The fact that there is a dominant “flutter” frequency in this case may be a consequence of
the foundation upon which the sample rests. Ideally, the only difference between the present case
and the previous cases is the type of foundation. The toroid foundation seems to limit the response
of the sample to a certain narrow frequency range. This is expected, since the toroid acts as a
divider between two material sections which are completely unsupported on their middle surfaces.
This configuration approaches that of two plates on an open cavity, where one might expect more
traditional panel flutter behavior.
The deflection shapes at arbitrary times for the theoretical model and the experimental result
are given in Figure 25. A three-dimensional photogrammetry overlay was unavailable for run 31,
but a two-dimensional overlay of the sample centerline was obtained. Therefore, a two-dimensional
theoretical result has been provided in this case for proper comparison. In both theory and exper-
iment, a relatively static hump in the middle of the sample is evident, which is due to the presence
of the toroid. Deflections are isolated near the trailing edge, which is at the right hand side of
both figures. Analysis of the experimental shape as a function of time indicated that the static
deflections on either side of the toroid are present throughout the entire tunnel run. This indicates
that a static pressure differential is present, which has been included in the theoretical model.
5.3.4 Model D and tunnel runs 22, 23 at 2.5◦, 5◦ angle of attack
The theoretical and experimental results for the single-layer model and simplified test arti-
cle are presented in this section. While there is currently no available photogrammetry data for
deflection time histories, accelerometer response was recorded for both experimental runs and is
given in Figure 26. The difference between the two runs is how the angle of attack was changed
as a function of time. For run 22, the tunnel was initially set at 5 ◦ for 5 seconds and 2.5 ◦ for 3
seconds. For run 23, the tunnel was initially set at 2.5 ◦ for 3 seconds and 5 ◦ for 5 seconds. This
procedure was implemented to see if the response trends were path dependent, i.e. if the sample
exhibits hysteresis.
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Figure 23: Time histories of the theoretical and experimental deflection response of Nextel #1 and
AKK in model C and Nextel #1 in tunnel run 31, at ξ, η= 0.8, 0.5.
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(a) AKK theory vs. experiment.
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Figure 24: FTTs of the response time histories for model C and tunnel run 31, at ξ, η= 0.8, 0.5.
We observe several key features of these experimental results. First, based on maximum
acceleration, the sample in run 22 was either more flexible than the sample in run 23 or was subject
to greater dynamic pressure at all angles of attack. Theoretically, the run conditions at given angles
should be the same, as well as the composition of the two samples and amount of initial tension.
Several factors may be responsible for the discrepancy. Before the sample is injected into the flow,
tunnel-cavity pressure fluctuations deform the sample, which relaxes some tension. It is possible
that these fluctuations were more violent in run 22, thus reducing effective stiffness during the
actual run. Indeed, the post run stiffness of the sample in run 23 decreased slightly less than the
sample in run 22, which was noted earlier in Figure 17c. We also must consider imperfections in
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(a) Theory - all layers.
(b) Experiment - Nextel #1 (photogrammetry).
Figure 25: Theoretical and experimental deflection shapes on the sample centerline, at an arbitrary
time.
the hand-made sample as well as slight differences in the initial boundary conditions (out-of-plane
stiffness). Despite this discrepancy, the results from the two runs are consistent which each other
in terms of overall trend in acceleration. The red vertical lines indicate when the angle of attack
has changed from 5 ◦ to 2.5 ◦ in run 22 and from 2.5 ◦ to 5 ◦ in run 23. The sample at 2.5 degrees
has noticeably greater response in both runs. In run 22, it also appears that the flutter boundary
has been crossed, since the acceleration decays initially and then grows as soon as the angle of
attack changes to 2.5 ◦. The reason for the greater response at 2.5 ◦ is not conclusively known.
However, based on the deformation seen in high speed imaging of the runs, we believe the static
pressure differential across the sample is likely greater at 5 ◦. It is well known that a pressure
differential across a panel has a stabilizing effect, since additional tension is induced from the static
deformation. If the pressure differential is reduced from a large value, as is likely the case in run
22, the effective stiffness decreases and the oscillations grow. If the pressure differential is increased
from a small value, as is likely the case in run 23, oscillations will tend to decay.
The frequency spectra corresponding to the acceleration time histories in Figure 26 are given
in Figure 27. The FFT amplitudes at 5 ◦ are significantly lower than those at 2.5 ◦, which is
consistent with the time histories. There is a large amount of noise in both spectra, which may
be due to fluid boundary layer fluctuations, or the nature of the nonlinear flutter behavior of the
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Figure 26: Acceleration time histories of tunnel runs 22 and 23 at ξ, η= 0.8, 0.5. The red vertical
line indicates a change in angle of attack.
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Figure 27: FFTs of the acceleration response in tunnel runs 22 and 23
at ξ, η= 0.8, 0.5.
sample itself. However, peaks in the responses at 2.5 ◦ are observed at 52 Hz and 88 Hz for runs
22 and 23, respectively. The higher peak frequency and lower acceleration in run 23 should imply
lower deflection amplitudes. To see if this is actually the case, we assume the following sinusoidal
deflection response in time:
w(t) = w¯eiωt (21)
where w¯ is the maximum amplitude of the deflection at the accelerometer location. Then the
acceleration as a function of time is
w¨(t) = −ω2w¯eiωt (22)
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and a sinusoidal approximation of the peak deflection amplitude is:
|w¯| = max (w¨(t))
ω2
(23)
Using the maximum accelerations and peak frequencies in Figures 26 and 27, the approximate
maximum deflections (at the accelerometer location) calculated using Eq. (23) is 55 x hN and 13 x
hN for runs 22 and 23, respectively. High speed imaging of the runs suggest that these calculated
amplitudes are likely too large, but this approximation does not consider the fact that energy is
distributed among many frequencies. We can conclude that at 2.5 ◦, the sample in run 22 had
significantly larger deflection amplitudes than the sample in run 23.
Theoretical deflection time histories at both 2.5 ◦ and 5 ◦ are given in Figure 28. As discussed
earlier, the Young’s modulus needed to compute these results is unknown since three separate
layers are stitched together to form a single layer. As a first approximation, the Young’s modulus
and thickness of the AKK were used, and the presence of the Nextel was included as added mass.
No applied tension has been included here, which is more consistent with the state of the sample
in run 22. The effect of static pressure differential ps is to cause the oscillations to decay, with
substantially less pressure needed at 2.5 ◦ than at 5 ◦. No reliable experimental pressure differential
data is currently available for an exact comparison. The theoretical and experimental frequency
spectra are also given in Figure 29. Again, this comparison is made at 2.5 ◦ with no applied tension
and no pressure differential included in the theory. Good agreement is seen for the peak oscillation
frequency near 50 Hz, which suggests that the experimental sample at 2.5 ◦ has minimal static
pressure differential and most tension has relaxed.
Unfortunately, the theoretical model cannot predict the peak frequency of 88 Hz seen in run
23. Assuming all of the 525 N/m of bi-axial tension has remained in the sample, theory predicts
that oscillations decay at 2.5 ◦. At higher dynamic pressures, the response frequencies increase
slightly but do not approach 88 Hz. From these data, we hypothesize that flutter (LCO) is not
the main cause of the oscillations in run 23. Another excitation source such as turbulent boundary
layer fluctuations may be responsible for the accelerometer response in this case. This is consistent
with the much lower approximate amplitudes calculated for run 23 using Eq.(23). Based on these
data, it is also difficult to draw a conclusion regarding the angle of attack hysteresis, since the
oscillation frequencies of the two runs are not the same.
Since the complexity and computation time of the single-layer model is relatively low, some
additional parameter studies have been included in this section that were not included for the
previous models. The effect of applied tension and static pressure differential on the theoretical
oscillation amplitudes over all angles of attack is shown in Figure 30. For additional physical insight
into the previously discussed foundations, the effect of adding a uni-directional Pyrogel foundation
to the single layer model is also included.
Adding tension and a pressure differential to the system increases the flutter boundary, mean-
ing that a higher dynamic pressure (and thus larger angle of attack) is needed for flutter onset.
Higher tension also seems to reduce the maximum oscillation amplitude at high angle of attack,
while the higher pressure differential has less of an effect. This is demonstrated most clearly at 7.5 ◦,
where the cases with added pressure have nearly the same amplitude as the single layer alone.
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(a) Effect of pressure differential at 2.5 ◦ angle of attack.
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Figure 28: Effect of pressure differential on the theoretical LCO behavior of model D at ξ, η= 0.8,
0.5, with no applied tension.
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Figure 29: FTTs of the deflection time histories for model D and tunnel run 22, at ξ, η= 0.8, 0.5.
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Figure 30: Effect of tension, static pressure, and a uni-directional Pyrogel foundation on model D,
at all angles of attack in the tunnel.
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Figure 31: Chaotic oscillations of the simplified test article on a uni-directional Pyrogel foundation,
at 2.5 ◦ angle of attack.
If the open cavity in model D is replaced with a uni-directional Pyrogel foundation, the
oscillation amplitudes are reduced considerably from that of the single layer on an open cavity,
though the amplitudes are comparable to those with 525 N/m tension. The most notable result
here can only be seen by examining the time histories at low angle of attack. Though it looks like
the amplitudes are zero for the Pyrogel foundation case at 0 ◦ and 2.5 ◦, there are actually chaotic
oscillations on the order of 1/10th the thickness that do not decay with time. This is in contrast to
the cases with pressure differential and tension, where the oscillations do decay with time for the
same angles of attack. Therefore, the effect of the foundation is to not only reduce the maximum
oscillation amplitude but also induce instability earlier than most other test cases. The chaotic
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behavior of this case is illustrated in Figure 31. In addition, we observe that the amplitude at 5 ◦
is significantly greater with the foundation than with a pressure differential of 200 Pa. This also
demonstrates how the foundation is not always a stabilizing factor, especially when compared to a
pressure differential.
6 Preliminary analysis of in-flight stability
To accurately assess stability of the TPS on the HIAD vehicle, it is necessary to match the
parameters in the theoretical aeroelastic models to those in flight. These parameters include the
structural geometry, boundary conditions, Mach number, dynamic pressure, and static pressure
differential. While the coupon is a square panel, the TPS on the HIAD is a truncated conical shell,
so a new structural model is needed for a complete aeroelastic analysis of the in-flight configuration.
However, suppose we consider a square section of the TPS shell on the HIAD which has the same
dimensions as the coupon. If the cone angle is large enough, a section near the shell trailing edge
will be relatively flat, and a qualitative comparison can be made with the aeroelastic models in
this paper. Additionally, the distance between the toroid edge and the trailing edge in the coupon
tests is approximately equal to the toroid separation distance on the HIAD. Since the TPS shell
rests directly on the toroids, a square section in the correct position “feels” unidirectional stiffness
at locations in the flow direction where the restrained edges exist in the coupon tests. Due to
this local geometric similarity, it may be of interest to calculate an aeroelastic solution using the
toroid-foundation coupon model with the in-flight local flow parameters.
Here, we consider CFD simulations [10] of the 70 ◦ half-cone angle, 3m diameter HIAD during
the peak heating condition of a proposed re-entry trajectory. The local Mach number and dynamic
pressure on the TPS surface, for 0 ◦ and 15 ◦ angle of attack, are given in Figure 32. The peak heating
condition does not necessarily correspond to the highest Mach numbers and dynamic pressures seen
in the trajectory, but these are the data currently available. At 0 ◦ angle of attack, most of the
TPS surface is subsonic/transonic, so current aeroelastic models cannot be applied. However, at
15 ◦ angle of attack, the upper trailing edge of the cone is supersonic (with a Mach number high
enough such that piston theory can be applied). This will be the region of interest for the following
coupon analysis.
A theoretical aeroelastic solution was computed using the three-layer toroid foundation model
with M =2, q=1400 Pa, and ps=250 Pa. The static pressure differential (ps) is unknown but was
assumed to be the same as that of the previous tunnel simulations. This is likely smaller than what
would be observed during re-entry, but any additional pressure differential should have a stabilizing
effect. Also, both the Mach number and dynamic pressure are significantly lower than in the 8’
HTT at all angles of attack. The theoretical deflection time history for the outermost Nextel layer
is given in Figure 33. During the first 0.1s of simulation, only the static pressure differential acts on
the sample, resulting in initial deformation of the TPS between the toroid and the trailing edge. At
t=0.1s, the sample is perturbed and the aerodynamic forces are applied. The oscillations resulting
from this perturbation decay with time, unlike the deflection time history of the TPS coupon in
the 8’ HTT (see Figure 23a).
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Figure 32: Local flow parameters at the peak heating condition of a proposed re-entry trajectory.
Note: the left half of each plot shows the local Mach number, and the right half shows local dynamic
pressure.
0 0.05 0.1 0.15 0.2 0.25 0.3
−8
−7
−6
−5
−4
−3
−2
−1
0
t (s)
w
/h
N
 
 
Nextel #1 − theory (Model C)
Figure 33: Theoretical deflection time history of Nextel #1 in Model C, with trajectory (peak
heating) flow parameters, at ξ, η= 0.8, 0.5.
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These results suggest that a hypothetical TPS “coupon” near the trailing edge of the 3m
HIAD (at 15 ◦ angle of attack, during peak heating) is unlikely to flutter. Local flow parameters
are needed before and after the peak heating condition to verify that this is the case for the entire
trajectory. While the TPS coupon is stable here, it is still unknown if the TPS shell will exhibit
similar stability, since the natural modes and frequencies are different. An aeroelastic evaluation
incorporating the HIAD vehicle geometry is still necessary to verify that flutter will not occur
in-flight.
7 Concluding Remarks
A theoretical and experimental aeroelastic analysis of the generation 1 HIAD TPS coupon,
consisting of Nextel 440-BF20, Pyrogel 2250, and AKK, has been presented in this paper. Several
experimental configurations were tested in the NASA 8’ High Temperature Tunnel and corre-
sponding theoretical models were developed. In both theory and experiment, aeroelastic flutter
manifesting as limit cycle oscillations were observed for the TPS coupon resting on both a flat
and toroid foundation. The experimental deflection amplitudes were generally twice as large as
those predicted by theory, which may indicate degradation or material loosening during the wind
tunnel tests. Since the maximum amplitudes were calculated for the theoretical model with only
two contained layers of Nextel, it is likely that stitch detachment between the Nextels and AKK in
the experiments is also a contributing factor to the larger observed amplitudes. Fourier transforms
of the theoretical deflection and experimental acceleration time histories also provided additional
insight into the dynamics of the system. The higher mode response of the AKK layer was similar
to that of the theoretical Nextel response, indicating that oscillations of the Nextel may be trans-
mitted through the Pyrogel to excite the AKK. There was also good agreement between theoretical
and experimental peak oscillation frequencies for the toroid foundation case - model C and tunnel
run 31. It was determined that the toroid has the effect of reducing chaos, since the frequency
response was predominantly at a single peak frequency. Effectively, the toroid acts as a spacial
divider between two samples resting on two separate open cavities.
In addition to the TPS coupon, a simplified test article/open cavity configuration was devel-
oped to simplify the aeroelastic modeling and limit the number of unknowns in comparing theory
and experiment. While the structural model is significantly simpler in theory, it turns out that
this reduction actually adds some complexity to the on-air tunnel runs. The lack of foundation
underneath the sample allows downward static deformation, due to the static pressure differen-
tial which is also function of the angle of attack. It was observed that the open cavity permitted
higher static pressure differentials at higher angles of attack, resulting in the decay of oscillations
despite increasing dynamic pressure. In contrast, amplitude measurements from previously tested
TPS coupons on flat foundations indicated that oscillation amplitude grows with angle of attack,
presumably because the foundation prevents static deformation induced tension. In addition, the
presence of only one layer in these experimental tests (as opposed to four in the TPS coupon), may
result in greater sensitivity to applied tension. This is demonstrated by the difference in acceler-
ation response between the two supposedly identical experimental tunnel runs (22 and 23). We
hypothesize that slight differences in initial tension, caused by variations in the tensioning system
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or pre-run tunnel pressure fluctuations, were likely responsible for this difference. The open-cavity
experiments suggest that the stability of the in-flight article will be impacted by the static pressure
differential and applied tension, as well as the flow dynamic pressure.
The aeroelastic stability of the in-flight configuration was also considered by calculating the
deflection response of the three-layer toroid foundation model using local flow parameters from
a proposed re-entry trajectory. While the overall geometry of the HIAD vehicle is considerably
different from the TPS coupon, local structural similarities in the flow direction allowed a qualitative
assessment of the in-flight behavior. In this case, it was observed that oscillations of the coupon
decay with time, indicating that the flutter condition had not been achieved. Since this calculation
does not take into account the conical shape of the TPS shell, a final conclusion cannot yet be
made regarding in-flight stability.
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Appendix
The equations of motion for all four models are given in this section. The equations have been
vectorized in a manner such that the systems of ODEs can be solved without loops involving the
modal coordinates. These types of iteration statements within ODE solvers are computationally
costly, especially for interpreted programming languages. Loops may be used in the construction of
some of the higher order tensor coefficients that are constant with respect to time, and can thus be
computed outside of the ODE solving routine. This procedure results in optimum computational
performance with respect to the MATLAB ODE45 solver.
Model A
The aeroelastic equations of motion for model A are:
MN1
⇀¨
a + ZN1
⇀˙
a +
[
BN1 +AN1
]⇀
a + IN1
{
⇀
a −
⇀
b
}
+ SN1 + FN1 = 0
MN2
⇀¨
b + ZN2
⇀˙
b +BN2
⇀
b + IN2
{⇀
b − ⇀a
}
+ SN2 + FN2 = 0
(A1)
where ~a and ~b are the modal coordinate vectors of the two separate Nextel layers (each term in the
equations is an N vector). The coefficient matrices in the above equations involve integrals of the
mode shape functions. The simply-supported mode shape function for a given mode number n is
an rx x ry matrix defined as:
φn = φnm = sin(npiξ)⊗ sin(mpiη) (A2)
where ξ = x/a, η = y/b, and rx and ry are the number of discrete points in the numerical
discretization of the mode shape, in the x and y directions, respectively. The symbol ⊗ is the vector
outer product. Note that the nth stream-wise mode and the mth span-wise mode are specified
by a single modal index n, and a numerical algorithm generates the correct modal indexing for
both directions. While φn is a matrix, the data structure Φ is a third order tensor comprised of
modeshapes 1...N , where N is the total number of modes. Thus Φ has dimensions rx x ry x N .
The square of the mode shape tensor is computed using the element-wise Schur product in three
dimensions, known by the symbol ◦.
The diagonal mass matrices are:
MN1nn = m
N1
∫ 1
0
∫ 1
0 Φ ◦ Φdξdη
MN2nn = m
N2
∫ 1
0
∫ 1
0 Φ ◦ Φdξdη
(A3)
The diagonal coefficient matrices involving the bending and applied tension terms are:
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BN1nn = D
N1
∫ 1
0
∫ 1
0
{
1
a4
∂2Φ
∂ξ2
◦ ∂2Φ
∂ξ2
+ 1
b4
∂2Φ
∂η2
◦ ∂2Φ
∂η2
+ 2ν
N1
(ab)2
∂2Φ
∂ξ2
◦ ∂2Φ
∂η2
+ 2(1−ν
N1)
(ab)2
∂2Φ
∂ξ∂η ◦ ∂
2Φ
∂ξ∂η
}
dξdη
+N
A−N1
x
a2
∫ 1
0
∫ 1
0
∂Φ
∂ξ ◦ ∂Φ∂ξ dξdη +
NA−N1y
b2
∫ 1
0
∫ 1
0
∂Φ
∂η ◦ ∂Φ∂η dξdη
BN2nn = D
N2
∫ 1
0
∫ 1
0
{
1
a4
∂2Φ
∂ξ2
◦ ∂2Φ
∂ξ2
+ 1
b4
∂2Φ
∂η2
◦ ∂2Φ
∂η2
+ 2ν
N2
(ab)2
∂2Φ
∂ξ2
◦ ∂2Φ
∂η2
+ 2(1−ν
N2)
(ab)2
∂2Φ
∂ξ∂η ◦ ∂
2Φ
∂ξ∂η
}
dξdη
+N
A−N2
x
a2
∫ 1
0
∫ 1
0
∂Φ
∂ξ ◦ ∂Φ∂ξ dξdη +
NA−N2y
b2
∫ 1
0
∫ 1
0
∂Φ
∂η ◦ ∂Φ∂η dξdη
(A4)
The coefficient matrix for the spring stitching (for point-wise stitching only) is:
IN1ni = I
N2
ni = k
St
∑
j
φn(ξ = ξj , η = ηj)φi(ξ = ξj , η = ηj) (A5)
where the summation over index j refers to the individual point stitches in the system. Note that
IN1ni would not be equivalent to I
N2
ni if different modal functions were used for the two Nextel layers.
Coefficient matrix for the aerodynamic stiffness is:
AN1ni =
2q
Ma
∫ 1
0
∫ 1
0
∂φi
∂ξ
◦ φndξdη (A6)
The coefficient matrix for aerodynamic damping is:
ZN1nn = Z
N2
nn =
2q
MU∞
∫ 1
0
∫ 1
0
Φ ◦ Φdξdη = ρ∞a∞
∫ 1
0
∫ 1
0
Φ ◦ Φdξdη (A7)
The Pyrogel foundation vector is a nonlinear function of the modal coordinate and is given
by:
FN1n = k
Pyr
∫ 1
0
∫ 1
0 H[−Φ×¯3
⇀
a] ◦
{
Λ×¯4⇀a
}
dξdη
FN2n = k
Pyr
∫ 1
0
∫ 1
0 H[−Φ×¯3
⇀
b ] ◦
{
Λ×¯4
⇀
b
}
dξdη
(A8)
where ×¯n is defined by Bader and Kolda [19] as the product of a tensor and a vector in the tensor’s
nth dimension. The two quantities on either side of the Shur product operator inside the integrals
in Eq. (A8) will have different dimensions unless they are reshaped accordingly. Λ is a 4th order
tensor defined by:
Λijkl = ΦijkΦijl (A9)
Here the repeated indices do not indicate summation. Note that Eq. (A8) requires one numerical
integration at every time step in the ODE solver.
The stretching energy vector is a nonlinear function of the modal coordinate and is given
by:
SN1n = sum
{
ΓN1nijk
∣∣∣ k = 1, ..., N ; j = 1, ..., N ; i = 1, ..., N} for n = 1, ...N
SN2n = sum
{
ΓN2nijk
∣∣∣ k = 1, ..., N ; j = 1, ..., N ; i = 1, ..., N} for n = 1, ...N (A10)
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with
ΓN1 =
((
⇀
a ⊗ ⇀a
)
⊗
(⇀
1 ⊗ ⇀a
))
◦ Ω
ΓN2 =
((
~b⊗~b
)
⊗
(⇀
1 ⊗~b
))
◦ Ω
(A11)
where
⇀
1 is a vector of ones the same length as the modal coordinate vector. The notation in Eq.
(A10) is discussed in detail by Bader and Kolda [19]. The sum operation indicates summation of the
specified tensorial dimensions and subsequent reduction in tensor order, or “tensorial collapsing.”
The dimensions to be collapsed here are the fourth, third, and second dimensions, indicated by i,
j and k, respectively. Note that the Schur product now acts in four dimensions. The fourth order
tensor coefficient Ω for the nth mode is given by:
Ωnijs =
∑
k
1
2Eh
(a
b
)4
RkC
2
k {αnikαjsk + αinkαjsk + αjikαnsk + αsikαjnk} (A11)
where E and h refer to the given plate layer (Nextel only in this case) and
Rk =
∫ 1
0
∫ 1
0
{
1
a4
∂2Φ
∂ξ2
◦ ∂2Φ
∂ξ2
+ 1
b4
∂2Φ
∂η2
◦ ∂2Φ
∂η2
− 2ν
(ab)2
∂2Φ
∂ξ2
◦ ∂2Φ
∂η2
+ 2(1+ν)
(ab)2
∂2Φ
∂ξ∂η ◦ ∂
2Φ
∂ξ∂η
}
dξdη
Ck =
Eh∫ 1
0
∫ 1
0
{
∂4Φ
∂ξ4
◦Φ+(ab )
4 ∂4Φ
∂η4
◦Φ+2(ab )
2 ∂2Φ
∂ξ2
◦ ∂2Φ
∂η2
}
dξdη
αnik = βnik − γnik
βnik =
∫ 1
0
∫ 1
0
∂2φn
∂ξ∂η ◦ ∂
2φi
∂ξ∂η ◦ φkdξdη
γnik =
∫ 1
0
∫ 1
0
∂2φn
∂ξ2
◦ ∂2φi
∂η2
◦ φkdξdη
(A12)
Model B
The aeroelastic equations of motion for model B are:
MN1
⇀¨
a + ZN1
⇀˙
a +
[
BN1 +AN1
]⇀
a + IN1
{
⇀
a −
⇀
b
}
+ SN1 + FN1 = 0
MN2
⇀¨
b + ZN2
⇀˙
b +BN2
⇀
b + IN2
{⇀
b − ⇀a
}
+ IN2
{⇀
b − ⇀c
}
+GN2
{⇀
b − ⇀c
}
+ SN2 + FN2 = 0
MK
⇀¨
c + ZK
⇀˙
c +BK
⇀
c + IK
{
⇀
c −
⇀
b
}
+GK
{
⇀
c −
⇀
b
}
+ SK + FK = 0
(A13)
The terms MN1,MN2, ZN1, ZN2, AN1, BN1,BN2, IN1, IN2, SN1, SN2,FN1, and FN2 are the same
as previous, and MK , ZK , BK , IKand SK are the same except with substitution of the AKK ma-
terial properties where necessary. The diagonal coefficient matrix for the Pyrogel spring layer
is:
GN2nn = G
K
nn = k
Pyr
∫ 1
0
∫ 1
0
Φ ◦ Φdξdη (A14)
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Again, note that GN2nn = G
K
nn because the mode shape functions for the Nextel and AKK are the
same. Also, the vector representing the “rigid” uni-directional foundation under the AKK is given
in the same form as Eq. (8), except the modal coordinate of the AKK is used and the spring
stiffness is several orders of magnitude larger than that of the Pyrogel.
Model C
The aeroelastic equations of motion for model C are nearly the same as model B, except now
a static pressure differential can be imposed and the flat foundation must be replaced with the
toroid.
The static pressure differential vector is:
PN1n = ps
∫ 1
0
∫ 1
0
Φdξdη (A15)
where ps is the desired pressure differential. The pressure is only applied to the outermost Nextel
layer.
The toroid foundation vector is given by:
FK = kTor
∫ 1
0
∫ ξ2
ξ1
H[−Φ×¯3⇀c ] ◦
{
Λ×¯4⇀c
}
dξdη (A16)
where ξ1 and ξ2 are the dimensionless start and end locations of the toroid in the streamwise
direction. Note that this term is only included in the equation of motion for the AKK.
Model D
The aeroelastic equation of motion for the single plate (SP) is:
MSP
⇀¨
q + ZSP
⇀˙
q +
[
BSP +ASP
]⇀
q + SSP + PSP = 0 (A16)
The modal coordinate vector is now
⇀
q to avoid confusion with the individual layers in the previous
models. All coefficient matrices and vector terms are the same as previous with the material
properties of the single plate layer replaced where necessary.
Impulse response
To analyze impulse response in all of the theoretical models, the aerodynamic stiffness terms
for the outermost Nextel layer are removed and replaced with the following vector for the hammer
impulse:
Y N1n = Fappδ(t− to)Φ|ξo,ηo (A17)
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